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Abstract: Effective thermal management is essential for the reliable operation of lithium-ion batteries (LIBs) in electric vehicles (EVs) and other energy storage applications. In cylindrical cells, anisotropic thermal conductivity makes it difficult to maintain a uniform internal temperature, particularly under air-cooling conditions. This study investigates the effects of annular cooling fins with different radius distributions on the thermal performance and internal temperature uniformity of a cylindrical LIB. A three-dimensional transient electrochemical–thermal model was developed in COMSOL Multiphysics, coupling a one-dimensional pseudo-two-dimensional (P2D) electrochemical model with heat transfer and airflow simulations. Five annular fin configurations were evaluated against a finless design under forced-air cooling conditions. The numerical model was validated against published experimental measurements of cell voltage and surface temperature. The results showed that all fin configurations reduced the maximum cell temperature and internal temperature difference compared with the finless design. The uniform-radius configuration produced the lowest maximum temperature, whereas the increasing-radius configuration achieved the most uniform internal temperature distribution. Compared with the uniform-radius configuration, the increasing-radius design reduced the average maximum intra-cell temperature difference by 5.8%, fin material consumption by 37.5%, and airflow pressure drop by approximately 15%. These findings indicate that the distribution of annular fin radii plays an important role in balancing heat dissipation, internal temperature uniformity, and aerodynamic resistance. The study provides a practical basis for the design of air-cooled thermal management systems for cylindrical LIBs. 
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1 Introduction

The growing adoption of electric vehicles (EVs) has increased the demand for reliable energy storage systems, with lithium-ion batteries (LIBs) becoming a widely used option [1] due to their high energy density [2]. However, battery performance, operational safety, and service life are strongly influenced by temperature. The maximum operating temperature of LIBs is commonly limited to 60 °C [3], while the preferred operating range is generally between 20 °C and 40 °C [4]. In addition to maintaining a suitable operating temperature, temperature differences between cells in a battery module should remain below 5 °C [5] to support long-term battery operation [6] and maintain electrical balance among individual cells [7]. Temperature uniformity is equally important within each cell

[8]. Internal temperature gradients can generate thermal stresses and accelerate degradation, contributing to capacity loss, increased internal resistance, and self-discharge [9]. Effective battery thermal management must therefore address both the overall operating temperature and its spatial distribution. 

Air cooling is widely used in battery thermal management systems (BTMSs) because of its relatively simple construction, low maintenance requirements, absence of liquid leakage risks, and generally modest auxiliary energy demand [8]. Cylindrical LIBs, which are commonly employed in EV battery systems [10], present particular challenges for air-based thermal management. Their spirally wound electrode assemblies form a layered structure
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with anisotropic thermal conductivity. Heat conduction is relatively effective in the axial and circumferential directions but considerably weaker in the radial direction. Nevertheless, cooling is commonly applied through the curved outer surface rather than the terminal surfaces because of the larger available heat transfer area [11]. 

This arrangement creates a need for cooling structures that can remove heat effectively while limiting temperature differences within the cell. 

The relatively low convective heat transfer coefficient of air restricts the cooling capacity of conventional air-based BTMSs. Attaching fins directly to the surfaces of cylindrical cells offers a means of increasing the heat transfer area and modifying the surrounding airflow [12]. Although fin-assisted cooling has been investigated extensively for prismatic and pouch cells, comparatively fewer studies have examined fins mounted directly on cylindrical LIBs. 

Existing research on cylindrical cells has mainly considered longitudinal, spiral, and annular fin geometries, with particular attention to maximum temperature reduction and temperature differences between cells. 

Among the earlier investigations, Öztop and S¸ahinaslan [13] used computational fluid dynamics (CFD) to examine an air-cooled module containing 24 cylindrical 18650 cells, comparing configurations with and without longitudinal fins. Their results showed that the fins improved heat dissipation and reduced both the maximum cell temperature and the maximum temperature difference between cells. Shehabaz et al. [14] subsequently investigated a single cylindrical 21700 cell using a combined CFD and response surface methodology (RSM) approach. They reported that longitudinal fins provided additional cooling beyond forced convection alone, primarily through the increased heat transfer area and changes in the thermal boundary layer and local airflow. Alfred Francis et al. [15] examined conventional and tapered longitudinal fins for an air-cooled 21700 cell. Their simulations indicated that tapering did not substantially alter cooling performance under the relatively uniform airflow conditions considered. Together, these studies show that the cooling performance of longitudinal fins depends not only on their surface area but also on their interaction with the surrounding flow. 

Alternative fin geometries have been investigated to modify airflow around cylindrical cells. Alzwayi and Paul

[16] compared spiral and longitudinal fins for a single cylindrical 21700 cell using CFD simulations. The spiral geometry redirected the airflow around the cell, increasing flow mixing and improving heat removal. In a subsequent investigation [9], the same authors extended the comparison to a module containing 15 cylindrical 21700 cells. Spiral fins reduced the maximum temperature and inter-cell temperature differences more effectively than longitudinal fins or a finless arrangement. The improvement was associated with stronger airflow circulation within the cooling channel, although the additional flow mixing also increased the pressure drop. Alfred Francis et al. [15] further reported that the axial extension and tapering of spiral fins could improve fin effectiveness, particularly when the fin surface area was distributed in regions with relatively small temperature gradients. These findings indicate that fin geometry and its spatial distribution influence both thermal performance and aerodynamic resistance. 

Annular fins provide another approach to controlling heat transfer from cylindrical batteries. Chaudhari et al. 

[17] investigated annular fins attached to the outer surfaces of 16 cylindrical 18650 cells and reported reductions in the maximum temperature and maximum inter-cell temperature difference. To accommodate the limited space available in air-cooled battery systems, Han et al. [18] proposed slotted annular fins that allowed a greater fin extension and heat transfer area. Their design reduced the average cell temperature compared with conventional annular fins, although temperature differences remained between cells at different positions in the module. The authors subsequently introduced unequal-length slotted fins to address this variation. Longer fins were assigned to cells operating at higher temperatures to increase heat dissipation, while shorter fins were used for cooler cells to avoid excessive cooling. This arrangement demonstrated the importance of distributing the cooling surface according to local thermal conditions. 

A direct comparison of longitudinal, spiral, and annular fins was presented by Omar and Adham [19] using CFD simulations of a single cylindrical 21700 cell. All three geometries reduced the maximum temperature and improved the temperature distribution relative to the finless cell. Among the configurations examined, annular fins produced the most favorable thermal performance, which was attributed to the distribution of airflow around the battery surface. These results suggest that annular fins are a suitable candidate for further investigation, particularly when the arrangement and dimensions of individual fins can be varied along the cell. 

Despite these developments, most studies of fin-assisted cylindrical battery cooling have concentrated on the maximum cell temperature or the temperature difference between cells within a module. The investigation by Shehabaz et al. [14] also considered temperature variation within an individual cell, but the influence of annular fin geometry on the maximum intra-cell temperature difference remains less thoroughly examined. Although annular fins have shown favorable cooling performance in comparisons with other geometries [19], a reduction in maximum temperature does not necessarily correspond to the most uniform internal temperature distribution. Moreover, the distribution of fin radii may alter local heat transfer and airflow resistance, making it important to examine these effects together. A further consideration is the representation of heat generation within the battery. Previous fin-cooling studies have commonly prescribed heat generation as a constant or time-dependent input, whereas coupling electrochemical heat generation with the evolving thermal field allows the interaction between battery operation and 249
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cooling conditions to be represented more directly. 

To address these issues, this study investigates the effects of annular cooling fins with uniform and variable radii on the internal temperature uniformity of a single cylindrical LIB. A three-dimensional transient electrochemical–thermal model was developed by coupling a one-dimensional pseudo-two-dimensional (P2D) electrochemical model with three-dimensional heat transfer and airflow simulations. Five annular fin configurations were compared with a finless design under the same forced-air cooling conditions. The analysis considers the maximum cell temperature, maximum intra-cell temperature difference, airflow distribution, and pressure drop, with particular attention to the relationship between fin radius distribution and thermal uniformity. The numerical model was also evaluated against published experimental measurements of cell voltage and surface temperature. By examining internal temperature uniformity alongside heat dissipation and aerodynamic resistance, the study provides a basis for selecting annular fin arrangements for air-cooled cylindrical LIBs used in EVs and related energy storage applications. 

2 Numerical Methodology

A three-dimensional transient electrochemical–thermal model was developed in COMSOL Multiphysics 6.2 to examine the influence of annular fin geometry on heat dissipation and internal temperature uniformity in a cylindrical LIB. The model coupled electrochemical heat generation with heat transfer in the battery and airflow through the cooling channel, allowing the thermal response to be evaluated under the prescribed discharge conditions. The simulations were performed on a computer equipped with an Intel Core i7-10610U processor and 16 GB RAM. 

The following subsections describe the computational geometry, governing equations, material properties, boundary conditions, numerical discretization, and validation against experimental measurements. 

2.1 Geometry Description

The computational model was based on a cylindrical 18650 lithium-ion cell, a configuration widely used in EV applications [20]. The Panasonic NCR18650BD cell was selected as the reference battery. Its geometry and principal specifications are presented in Figure 1 and Table 1, respectively. The cell has a diameter of 18.25 mm, a height of 65.10 mm, and a rated capacity of 2.98 Ah. Its electrode materials consist of a nickel cobalt aluminum oxide cathode and a graphite anode, with the electrolyte and operating voltage limits specified in Table 1. 

Figure 1. Computational geometry and constituent domains of the cylindrical lithium-ion cell To represent the thermal characteristics of the cell, the geometry was divided into five domains: the steel cover, mandrel, central hollow region, top cap, and jelly roll, as illustrated in Figure 1. The dimensions, materials, and thermophysical properties assigned to these domains are listed in Table 2 [21–23]. The jelly roll, consisting of the positive electrode, separator, negative electrode, and current collectors, was represented as a homogenized active-material domain. Its anisotropic thermal conductivity was retained, with a radial conductivity of 0.413 W/(m·K) and axial and circumferential conductivities of 1.78 W/(m·K). This representation accounts for the directional heat conduction associated with the layered structure of the cylindrical cell. 

250

[image: Image 4]

Table 1. Main specifications of the Panasonic NCR18650BD cylindrical lithium-ion cell [21, 22]

Items and Units

Value

Diameter [mm]

18.25

Height [mm]

65.10

Rated capacity [Ah]

2.98

Lithium salt (LiPF

Electrolyte material

6) in ethylene carbonate: ethyl

methyl carbonate (1:1 by volume)

Cathode material

NCA: nickel cobalt aluminum oxide

Anode material

Graphite

Maximum charge voltage [V]

4.2

Minimum discharge voltage [V]

2.5

Table 2. Geometrical dimensions, materials, and thermophysical properties of the battery domains [21–23]

Value

Items and Units

Steel Cover

Mandrel Central Hollow

Top Cap

Jelly Roll

Material

Steel

Steel

Air

Steel

Active material∗

Height [mm]

60

60

60

5.10∗∗

60

Outer diameter [mm]

18.25

2.5

1.75∗∗

18.25∗∗

17.5

Inner diameter [mm]

17.5

1.75∗∗

—

13.75∗∗

2.5

Density [kg/m3]

8030

8030

1.225

8030

1113

Specific heat capacity

503

503

1006

503

959

[J/(kg·K)]

Thermal conductivity

k

16.27

16.27

0.0242

16.27

r = 0.413; 

[W/(m·K)]

kθ = kz= 1.78

Note: “*” = the jelly roll, comprising the positive electrode, separator, negative electrode, and current collectors, was modeled as a homogenized domain referred to as the “active material”; “**” = the indicated values were estimated from the properties of the constituent components; 

“—” = not applicable. 

Five annular fin configurations were considered in addition to the finless reference design, as shown in Figure 2. 

All fins were made of steel. Configuration A employed annular fins of uniform radius, whereas Configurations B–E used different distributions of fin radii along the cell. The individual fin dimensions and their arrangement are provided in Figure 2. These configurations were used to examine how the axial distribution of cooling surface area affects the maximum cell temperature and temperature uniformity within the jelly roll. 

Figure 2. Annular fin configurations with uniform and variable radii The battery and fins were placed inside a Z-shaped rectangular cooling duct, as illustrated in Figure 3. Cooling air entered from the left side of the duct and exited from the right side. The same duct geometry was used for all configurations, allowing differences in thermal performance and airflow resistance to be attributed to the fin arrangements under otherwise identical operating conditions. 

2.2 Model Development

The electrochemical and thermal responses of a LIB are closely coupled. Electrochemical reactions and internal resistance generate heat during discharge, while changes in temperature affect reaction kinetics and ion transport through temperature-dependent material properties. To account for this interaction, a P2D electrochemical model

[24] was coupled with a three-dimensional transient thermal model. The electrochemical model calculated the heat 251
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generated during discharge, which was supplied to the thermal model as a volumetric heat source. The resulting temperature field was then used to update the temperature-dependent parameters of the electrochemical model. 

This two-way coupling represented the interaction between electrochemical heat generation and heat removal by the surrounding airflow. 

Figure 3. Geometry of the Z-shaped air-cooling channel

During discharge, electrons travel through the external circuit from the negative electrode toward the positive electrode, while lithium ions migrate through the electrolyte in the same overall direction. The separator prevents electronic conduction between the electrodes while permitting ionic transport. 

Charge conservation links the

electronic and ionic currents, and the electrochemical model therefore includes charge conservation, species transport, and interfacial reaction kinetics. 

Charge transport in the solid phase was described using Ohm’s law, while ionic conduction in the electrolyte was represented using concentrated-solution theory. Lithium transport within the active-material particles was governed by Fick’s second law in spherical coordinates, and electrolyte concentration changes were described by the corresponding species conservation equation. The intercalation and deintercalation reactions at the electrode–electrolyte interfaces were modeled using Butler–Volmer kinetics [25], which relates the interfacial reaction current density to the local overpotential and electrochemical conditions. 

Heat generation during discharge was divided into three contributions: reaction heat (Qrea), activation polarization heat (Qact), and ohmic heat (Qohm). Their combined contribution provided the heat source for the thermal calculation. 

The electrochemical model adopted the following assumptions [26]: side reactions were excluded; active-material particles were represented as homogeneous spheres; electrode volume changes were neglected; and phase changes and gas formation were not considered. These assumptions defined the electrochemical processes included in the coupled simulation. 

The governing equations and boundary conditions for charge conservation, mass conservation, electrochemical kinetics, and heat generation are summarized in Table 3 [25–27]. The corresponding parameter definitions and numerical values are provided in Table A1 of Appendix. 

The heat generated by the electrochemical model was transferred to the three-dimensional thermal domain, where conduction within the battery and fins was coupled with convection in the cooling air. Temperature and velocity fields were calculated using the Heat Transfer in Solids and Fluids and Laminar Flow interfaces in COMSOL, coupled through the Nonisothermal Flow multiphysics interface. The thermal model accounted for transient heat transfer in the solid and fluid domains, while airflow was described by the Navier–Stokes and continuity equations. The governing equations are presented in Table 4 [28], with the relevant material properties listed in Table 2. 

The cooling air entered the duct at a prescribed velocity of 0.25 m/s, corresponding to a Reynolds number of 521. Under these conditions, the airflow was modeled as laminar, Newtonian, and incompressible, with body forces neglected. The inlet air temperature was maintained at 25 ℃, and atmospheric pressure was imposed at the outlet. 

The initial temperature of both the battery and the cooling air was set to 25 ℃. 

The thermal model assumed that the battery was the only heat-generating component and that the thermophysical properties of the airflow remained constant under the prescribed operating conditions. Heat generation within the jelly roll was represented by a volume-averaged source term. The homogenized jelly-roll domain included the electrode layers and current collectors through their effective material properties, while the electrochemical model supplied the corresponding heat generation. This formulation provided a consistent basis for comparing the thermal responses of the different fin configurations. Its performance was assessed against experimental measurements, as described in Section 2.4. 
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Table 3. Governing equations and boundary conditions of the P2D electrochemical model [25–27]

Basic Governing Equations

Boundary Conditions
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(3)

∂x x=Ln
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where, η = ϕs − ϕe − U

(18)

i0 = km(Ce)αa (Cs,max − Cs,e)αa (Cs,e)αc

(19)

Qgen = Qrea + Qohm + Qact

(20)

∂U

Qrea = F asjLiT

(21)

∂T



2



2

Heat

∂ϕs

∂ϕe

Qohm = σeff

+ keff
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∂x
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(22)

2keff RT



∂ ln f 

±

∂ ln Ce ∂ϕe

+

(t0

1 +

F
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∂ ln Ce

∂x

∂x

Qact = F asjLi(ϕs − ϕe − U )

(23)

Note: P2D = pseudo-two-dimensional. 

Table 4. Governing equations for three-dimensional heat transfer and airflow [28]

Three-Dimensional Module

Basic Governing Equations

∂T

Solid and fluid heat transfer module

ρCp

+ ρCpu · ∇T + ∇ · (−k∇T ) = Qgen

(24)

∂t

∂u

Navier–Stokes

ρ

+ ρ(u · ∇)u = ∇ · [−pI + K]

(25)

∂t

equation

Laminar flow module

Continuity equation

∇ · u = 0

(26)
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2.3 Assessment of Grid and Time Step Independence

Grid and time step independence were assessed using the maximum temperature Tmax and maximum intra-cell temperature difference ∆Tmax within the jelly roll as the principal evaluation criteria. These quantities were selected because they directly represent the two thermal performance measures examined in the study: peak operating temperature and internal temperature uniformity. 

The selected discretization consisted of 45 elements for the electrochemical model and 46,503 elements for the three-dimensional thermal model. This combination was adopted to provide a suitable balance between numerical accuracy and computational cost. 

Temporal discretization was examined using six time steps: 0.1, 0.5, 1, 2, 4, and 6 s. Numerical instability was observed with time steps of 4 and 6 s, whereas stable solutions were obtained with time steps of 2 s or less. Further reductions below 2 s produced no substantial changes in the evaluated temperature quantities. Accordingly, a time step of 2 s was selected for the transient simulations. 

2.4 Numerical Method Validation

The coupled electrochemical–thermal model was validated against experimental measurements reported by Akula and Balaji [22] for the Panasonic NCR18650BD cylindrical cell. The experimental measurements were obtained during a 1 C constant-current discharge at an ambient temperature of 24 °C. Cell voltage and mean surface temperature were selected for comparison because they provide complementary measures of electrochemical and thermal behavior during discharge. 

The simulated voltage and surface temperature histories were compared with the corresponding experimental measurements, as shown in Figure 4. The simulated voltage and surface temperature followed the corresponding experimental trends throughout discharge, with reported maximum percentage errors of 3.27% and 3.68%, respectively. 

The agreement between the simulated and experimental results supports the use of the coupled model for evaluating the temperature response of the cylindrical cell under the investigated operating conditions. 

Figure 4. Comparison of simulated and experimental cell voltage and mean surface temperature during 1 C

constant-current discharge

Note: Experimental data were obtained from Akula and Balaji [22]. 

3 Results and Discussion

The thermal performance of the cylindrical LIB was examined using five annular fin configurations with different radius distributions. All fins were made of steel and had a uniform thickness of 2 mm, with radial extensions ranging from 1 to 4 mm, as illustrated in Figure 2. The analysis focused on the maximum cell temperature Tmax and maximum intra-cell temperature difference ∆Tmax, which characterize peak thermal conditions and internal temperature uniformity, respectively. Their evolution during discharge is presented in Figure 5, while the corresponding temperature and airflow distributions are shown in Figure 6 and Figure 7. 

The finless cell exhibited the highest operating temperature and the greatest internal temperature difference among the investigated configurations. As shown in Figure 5, its maximum temperature exceeded 35 ℃ during discharge. The temperature contours in Figure 6 further show that heat accumulated predominantly in the middle and upper regions of the cell, producing a nonuniform internal temperature distribution. This behavior reflects the 254
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combined effects of internal heat generation, anisotropic heat conduction within the jelly roll, and heat removal through the external surface. In particular, the relatively low radial thermal conductivity restricts heat transfer from the inner regions of the cell toward the cooling air. Consequently, the finless configuration developed a pronounced internal temperature gradient despite the presence of forced airflow. 

Figure 5. Temporal evolution of the maximum cell temperature Tmax and maximum intra-cell temperature difference ∆Tmax for the different fin configurations

Figure 6. Temperature distributions within the cylindrical battery on the central vertical (X–Z) plane at the end of discharge for the different fin configurations

The addition of annular fins reduced both Tmax and ∆Tmax in all five configurations relative to the finless cell (Figure 5). The temperature contours in Figure 6 show a more uniform distribution within the jelly roll, indicating that the fins contributed not only to the removal of heat from the cell surface but also to the reduction of internal temperature gradients. This improvement is particularly relevant to cylindrical batteries, where temperature differences within the active material can influence thermal stresses and long-term operating conditions. 

The cooling effect resulted from the combined influence of the additional heat transfer area and the changes in airflow around the battery. The annular fins extended the surface available for convective heat exchange, while their arrangement modified the local velocity field within the cooling channel. As illustrated in Figure 7, regions of higher airflow velocity developed between the finned cell and the surrounding duct walls. The resulting flow redistribution increased convective heat removal from the cell surface and altered the thermal boundary layer. These effects explain the lower temperatures obtained with the finned configurations and demonstrate the importance of fin geometry in determining the thermal response of the battery. 

Changes in the airflow field also affected the aerodynamic resistance of the cooling channel. The pressure drop was 0.194 Pa for the finless configuration and increased to 0.265, 0.235, 0.226, 0.253, and 0.231 Pa for Configurations A, B, C, D, and E, respectively. The additional resistance arose from the interaction between the airflow and the 255
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fin surfaces, which modified the available flow passages and local velocity distribution. Among the finned designs, Configuration A produced the highest pressure drop (0.265 Pa), whereas Configuration C produced the lowest (0.226

Pa). These results show that the arrangement of annular fins influences both heat removal and the pressure required to maintain airflow through the cooling channel. Fin radius distribution is therefore an important design parameter when thermal performance and aerodynamic resistance are considered together. 

Figure 7. Airflow velocity distributions on the central vertical (X–Z) plane at the end of discharge for the different fin configurations

Note: The battery and fins are shown in grey. 

Configuration A, consisting of four annular fins with a uniform radial extension of 4 mm, achieved the lowest Tmax among the investigated designs. Its larger heat transfer area provided greater contact with the cooling air, while the velocity contours in Figure 7 indicate stronger local airflow near the finned surface. The combination of these effects increased heat removal and produced the greatest reduction in peak cell temperature. However, the larger fins also required more material and generated a pressure drop of 0.265 Pa, the highest value among the five finned configurations. More importantly, Configuration A did not produce the lowest ∆Tmax. This distinction shows that minimizing the maximum cell temperature and improving temperature uniformity within the cell are related but separate thermal management objectives. 

Configuration C, which employed annular fins with increasing radii along the airflow direction, produced the lowest ∆Tmax among the configurations examined. Its average maximum intra-cell temperature difference was 5.8%

lower than that of Configuration A. At the same time, Configuration C required 37.5% less fin material and reduced the pressure drop by approximately 15% relative to Configuration A, from 0.265 to 0.226 Pa. The reduction in internal temperature difference indicates that the increasing-radius arrangement provided a more favorable distribution of cooling along the cell, even though Configuration A achieved the lowest peak temperature. By varying the fin dimensions rather than maintaining the maximum radial extension at every position, Configuration C achieved a more uniform internal thermal response with lower material consumption and airflow resistance. 

The comparison between Configurations A and C highlights the importance of distinguishing peak temperature reduction from internal temperature uniformity when designing air-cooled BTMSs. Configuration A was most effective in reducing Tmax, whereas Configuration C provided the most favorable combination of internal temperature uniformity, fin material use, and pressure drop. The results establish that increasing the fin surface area uniformly is not necessarily the most effective approach when internal temperature differences are the primary design criterion. 

Instead, distributing the cooling surface along the cell offers a means of controlling the spatial temperature field while limiting material requirements and aerodynamic resistance. For cylindrical LIBs used in EVs and related energy storage systems, the increasing-radius annular fin arrangement provides a practical design option for improving internal thermal uniformity under the investigated operating conditions. 

4 Conclusions

This study investigated the effects of uniform- and variable-radius annular cooling fins on the thermal performance and internal temperature uniformity of a cylindrical LIB. A three-dimensional transient electrochemical–thermal model, coupled with a one-dimensional P2D electrochemical model, was developed in COMSOL Multiphysics 6.2. 

Five annular fin configurations were compared with a finless design in a Z-shaped air-cooling channel at an inlet velocity of 0.25 m/s and an air temperature of 25 °C. The analysis focused on the maximum cell temperature, maximum intra-cell temperature difference, and airflow resistance. 

All fin configurations reduced the maximum cell temperature and internal temperature difference relative to the 256

finless design, for which the maximum temperature exceeded 35 °C. The uniform-radius configuration (Configuration A) achieved the lowest maximum temperature through its larger heat transfer area and increased local airflow velocity. 

However, it also produced the highest pressure drop and required the greatest amount of fin material. In contrast, the increasing-radius configuration (Configuration C) achieved the most uniform internal temperature distribution. 

Compared with Configuration A, it reduced the average maximum intra-cell temperature difference by 5.8%, fin material consumption by 37.5%, and pressure drop by approximately 15%. These results demonstrate that the spatial distribution of annular fin radii is an important design parameter for controlling internal temperature gradients while reducing material requirements and aerodynamic resistance. 

The results show that maximum temperature reduction and internal temperature uniformity should be considered separately when designing air-cooled cylindrical battery systems. Rather than relying solely on a larger cooling surface, the increasing-radius arrangement provided a more favorable balance between temperature uniformity, material use, and pressure drop under the investigated operating conditions. This finding provides a practical basis for the design of annular fin arrangements in BTMSs for EVs and related energy storage applications. Future work can extend the analysis to multi-cell battery modules and examine the effects of discharge rate, inlet airflow velocity, and cooling air temperature on the performance of variable-radius annular fins. 
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Appendix

Table A1. The values of parameters used in the electrochemical model [22, 27–30]

Parameters

Value

Notation

Name

Unit

Positive Electrode

Negative Electrode

Separator

σeff

Effective solid-phase electronic

S/m

3.8

100

—

conductivity

εs

Solid-phase volume fraction

—

0.44

0.4

1

Rs

Particle radius

m

8 × 10−6

12.5 × 10−6

—

L

Thickness

m

138 × 10−6

149 × 10−6

32 × 10−6

Initial lithium concentration in

Ce

mol/m3

2000

2000

2000

electrolyte phase

Maximum lithium concentration

Cs

mol/m3

48,000

31,507

—

in solid phase

t0+

Li+ transference number

—

0.363

0.363

0.363

f ±

Electrolyte activity coefficient

—

1

1

1

Ds

Solid-phase diffusion coefficient

m2/s

1.5 × 10−15

3.9 × 10−14

—

Electrolyte phase volume

εe

—

0.3

0.3

0.5

fraction

Electrolyte phase diffusion

Deff

e

m2/s

2.6 × 10−6

2.6 × 10−6

2.6 × 10−6

coefficient

αa

Anodic-transfer coefficient

—

0.5

0.5

—

αc

Cathodic-transfer coefficient

—

0.5

0.5

—

km

Reaction rate constant

m2.5/(mol0.5 · s)

2.072 × 10−11

2.072 × 10−11

—

F

Faraday’s constant

C/mol

9.6485 × 104

R

Gas constant

J/(mol · K)

8.314

Note: “—” = not applicable. 
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Abstract: Effective thermal management is essential for the reliable operation of lithium-ion batteries (LIBs) in
electric vehicles (EVs) and other energy storage applications. In cylindrical cells, anisotropic thermal conductivity
makes it difficult to maintain a uniform internal temperature, particularly under air-cooling conditions. This study
investigates the effects of annular cooling fins with different radius distributions on the thermal performance
and internal temperature uniformity of a cylindrical LIB. A three-dimensional transient electrochemical-thermal
model was developed in COMSOL Multiphysics, coupling a one-dimensional pseudo-two-dimensional (P2D)
electrochemical model with heat transfer and airflow simulations. Five annular fin configurations were evaluated
against a finless design under forced-air cooling conditions. The numerical model was validated against published
experimental measurements of cell voltage and surface temperature. The results showed that all fin configurations
reduced the maximum cell temperature and internal temperature difference compared with the finless design. The
uniform-radius configuration produced the lowest maximum temperature, whereas the increasing-radius configuration
achieved the most uniform internal temperature distribution. Compared with the uniform-radius configuration,
the increasing-radius design reduced the average maximum intra-cell temperature difference by 5.8%, fin material
consumption by 37.5%, and airflow pressure drop by approximately 15%. These findings indicate that the distribution
of annular fin radii plays an important role in balancing heat dissipation, internal temperature uniformity, and
aerodynamic resistance. The study provides a practical basis for the design of air-cooled thermal management
systems for cylindrical LIBs.

Keywords: Lithium-ion batteries; Battery thermal management; Temperature uniformity; Annular cooling fins;
Electrochemical-thermal modeling; Air cooling

1 Introduction

The growing adoption of electric vehicles (EVs) has increased the demand for reliable energy storage systems,
with lithium-ion batteries (LIBs) becoming a widely used option [1] due to their high energy density [2]. However,
battery performance, operational safety, and service life are strongly influenced by temperature. The maximum
operating temperature of LIBs is commonly limited to 60 °C [3], while the preferred operating range is generally
between 20 °C and 40 °C [4]. In addition to maintaining a suitable operating temperature, temperature differences
between cells in a battery module should remain below 5 °C [5] to support long-term battery operation [6] and
maintain electrical balance among individual cells [7]. Temperature uniformity is equally important within each cell
[8]. Internal temperature gradients can generate thermal stresses and accelerate degradation, contributing to capacity
loss, increased internal resistance, and self-discharge [9]. Effective battery thermal management must therefore
address both the overall operating temperature and its spatial distribution.

Air cooling is widely used in battery thermal management systems (BTMSs) because of its relatively simple
construction, low maintenance requirements, absence of liquid leakage risks, and generally modest auxiliary energy
demand [8]. Cylindrical LIBs, which are commonly employed in EV battery systems [10], present particular
challenges for air-based thermal management. Their spirally wound electrode assemblies form a layered structure
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